
Set Up Instructions

1.  Insert the 
provided zip 
ties into slots on 
the back of the 
passive side.

2.  Position the 
passive side on 
your grill and 
loop the zip ties 
around the back 
of your grill to 
fasten. Snip 
excess length.

3.  Connect the female end 
of the passive plug to 
the block heating 
element cord. Do 
not exceed 
840W.

5.  When disconnecting, be sure to securely grip the active side and firmly 
pull it away from the passive face. The grommet light will immediately turn 
off and be safe to touch. If for any reason the grommet light remains on, 
immediately disconnect the prong side from the wall outlet.

A game-changer for cold-weather drivers.

VoltSafe Winter is a smart magnetic extension cord that eliminates the safety 

hazards and difficulties caused by standard extension cords. The magnetic force 

connects the sides together, immediately activating power.  It disconnects just 

as easily, leaving the connector’s entire surface completely safe to touch. No 

fear of electrocution, no danger of electrical fires and no more driving off 

with your block heater still plugged in. 

Say goodbye to the drive of shame!

Operating Instructions

1.  Ensure that the 
metal contacts 
on the active 
and passive 
side are clean  
and free of 
debris.

2.  Lift up the soft 
plastic (TPU) 
cover on the 
passive side 
and connect 
the  active side 
to the exposed 
contacts.

3.  The magnetic 
force holds the 
faces together 
and is able to 
support the 
cord weight.

4.  Connect the 
pronged end 
to a 120V wall 
outlet.

4.  A solid white light 
means your block 
heater is heating.  
A flashing blue 
light means it is 
ready to pair to 
your smartphone 
via bluetooth 
(see mobile app 
instructions).

Magnetic Block Heater Plug with App Controlled Timer

Mobile App Instructions

1.  Visit your GooglePlay 
or Apple iOS store 
to download the 
VoltSafe Winter 
app. Check back 
regularly for app 
updates for optimal 
performance. 

2.  Connect your VoltSafe 
Winter to a power 
source and 
connect both 
the active 
and passive 
ends. 

3.  Ensure your 
phone’s bluetooth 
settings are 
enabled while 
using the 
VoltSafe 
Winter app. 

4.  Open the app 
and follow the 
prompts to 
connect to  
your VoltSafe 
Winter device.

5.  VoltSafe works hard to improve the 
functionality of your device. If you find 
your plug stops working, click SETTINGS 
and CHECK FOR UPDATES and simply 
follow the prompts. Make sure you are 
connected to wifi (2.4G network) to 
ensure the update will be successful. 
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QUESTIONS? 
We can help. 

Connect with us at 
support@voltsafe.com 


